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DESIGNATED— STATES : AE AG AL AM AT AU AZ BA BB BG BR BW 

BY BZ CA CH CN CO CR CU CZ DE DK DM 

DZ EC EE EG ES FI GB GD GE GH GM HR 

HU ID IL IN IS KE KG KP KR KZ LC LK 

LR LS LT LU LV MA MD MG MK MN MW MX 

MZ NA NI NO NZ OM PG PH PL PT R 0 RU 

SC SD SE SG SK SL SY TJ TM TN TR TT 

TZ UA UG US UZ VC VN YU ZA ZM ZW AT 

BE BG BW CH CY CZ DE DK EA EE ES FI 

FR GB GH GM GR HU IE IT KE LS LU MC 

MW MZ NA NL OA PL PT RO SD SE SI SK 

SL SZ TR TZ UG ZM ZW DE FR GB 
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ABSTRACTED— PUB— NO : WO 2004100441 Al 
BASIC-ABSTRACT: 

NOVELTY - A reception unit receives a internet streaming 
media alliance (ISMA) media stream including head, 
contents, and intellectual property management and 
protection (IPMP) tool list descriptor. An acquisition 
unit acquires IPMP tool descriptor from the stream. A 
testing unit tests whether the tool exists in receiving 
unit. A processor processes content using tool if tool is 
present, else terminates without failure. 

USE - For receiving moving picture experts group (MPEG-4) 
IPMP extended internet streaming media alliance (ISMA) 
media stream. 
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ADVANTAGE - Enables performing signaling process flexibly. 
Has compatibility with the newest MPEG-4 1PMP extension 
standard . 

DESCRIPTION OF DRAWING (S) - The figure shows the structure 
of protection signaling using IPMP descriptor. (Drawing 
includes non-English language text). 

CHOSEN— DRAWING : Dwg .5/7 
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